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79 FEET
C.P.E.T.

TEAM
ADDRESS:   950 EAST HARVARD

   SUITE 100
   DENVER, COLORADO

CODES USED:   2006 INTERNATIONAL BUILDING CODE
   
   2006 MECHANICAL CODE

   2006 PLUMBING CODE

   2008 ELECTRICAL CODE

   ICC/ANSI A117.1-2003

CONSTRUCTION TYPE  IIB  NON-SPRINKLERED

OCCUPANCY   B  OFFICE

OCCUPANT LOAD  SF/100 =  OCCUPANTS

EXITS     OCCUPANTS - 1 EXIT REQUIRED    
   LONGEST COMMON PATH OF EGRESS TRAVEL  79 FEET

TOILETS  TOILET SHOWN IS IN ADDITION TO REQUIRED IN COMMON AREA

MOP SINK AND
DRINKING FOUNTAIN  COMMON AREA MOP SINK AND DRINKING FOUNTAIN PROVIDED.

CODE REVIEW LOCATION PLAN
GENERAL NOTES:

1.  AS A MINIMUM STANDARD, ALL WORK PERFORMED AND MATERIALS INSTALLED SHALL BE IN STRICT

CONFORMANCE WITH APPLICABLE CODES, ORDINANCES, AND STANDARDS.

2.  AS A MINIMUM STANDARD, ALL MATERIALS INSTALLED SHALL BE NEW AND IN STRICT COMPLIANCE WITH

APPLICABLE FLAME SPREAD REQUIREMENTS OF GOVERNING CODES, ORDINANCES, AND STANDARDS.

3.  THE CONTRACTOR AND HIS SUB-CONTRACTORS SHALL BE RESPONSIBLE FOR REVIEWING ALL PROJECT

DOCUMENTS AND FOR FIELD VERIFYING ALL EXISTING AND PROPOSED CONDITIONS. THE G.C. SHALL NOTIFY

THE ARCHITECT IMMEDIATELY OF ANY CONFLICT, DISCREPANCY, OR OMISSION FOR DIRECTION BY THE

ARCHITECT PRIOR TO COMMENCING WORK ON THE ITEM IN QUESTION.

4.  UNLESS NOTED OTHERWISE, ALL DIMENSIONS ARE TO FINISHED FACE OF STUD.   REFER ANY QUESTIONS TO THE

ARCHITECT - DO NOT SCALE DRAWINGS.

5.  LOCATIONS OF EQUIPMENT, TELEPHONE AND ELECTRICAL DEVICES, FURNITURE, ETC. SHOWN ON THE

CONSTRUCTION DRAWINGS ARE SCHEMATIC ONLY. THE TENANT SHALL BE RESPONSIBLE FOR REVIEWING ALL

PROJECT DOCUMENTS AND FOR VERIFYING ALL LOCATIONS AND QUANTITIES SHOWN AND SHALL NOTIFY THE

ARCHITECT PRIOR TO THE START OF CONSTRUCTION OF ANY CONFLICT, DISCREPANCY, OMISSION, AND/OR

CHANGE.

6.  WHERE MILLWORK, PRE-MANUFACTURED CABINETS, TOPS, ETC. ARE INDICATED, THE GC SHALL BE

RESPONSIBLE FOR COORDINATING THE LOCATION AND INSTALLATION OF ALL BLOCKING REQUIRED FOR THE

PROJECT. THE GC AND/OR WOODWORKER SHALL BE RESPONSIBLE FOR PROVIDING ALL REQUIRED

SUPPORTS, PANELS, ETC. REQUIRED TO SUPPORT LAMINATE TOPS, COUNTERS, CABINETS, ETC. WHETHER SUCH

SUPPORTS ARE INDICATED ON THE ARCHITECTS DRAWINGS OR NOT.

7.  FIRE ALARM AND FIRE SPRINKLER DRAWINGS - IF REQUIRED, WILL BE THE SOLE RESPONSIBILITY OF THE G.C.  A

SEPARATE PERMIT MAY BE REQUIRED.

 GENERAL CONDITION APPROVAL

CONSTRUCTION WORK SHALL NOT PROCEED UNTIL THE OWNER AND THE TENANT HAVE GIVEN APPROVAL TO THESE

CONSTRUCTION DOCUMENTS.

APPROVAL BY THESE PARTIES SHALL BE INTERPRETED AS APPROVAL OF THE DRAWINGS FOR CONTENT, SCOPE OF

WORK, AND ALL DIMENSIONS REGARDED BY EITHER PARTY AS BEING NECESSARY TO THEIR OPERATIONS, USE OF

SPACE, FURNISHINGS, EQUIPMENT INSTALLATION, AND ANY AGREEMENTS BETWEEN THE OWNER AND TENANT.

CONSTRUCTION AND/OR INITIATION OF CONSTRUCTION AUTHORIZED BY THE OWNER OR TENANT FROM THESE

CONSTRUCTION DOCUMENTS, SHALL BE INTERPRETED BY THE ARCHITECT AS APPROVAL IN FULL OF THESE

CONSTRUCTION DOCUMENTS BY BOTH THE OWNER AND THE TENANT.

 TENANT: DATE:

 OWNER:  DATE:

PROJECT NOTES:
ARCHITECT:
THE R T O GROUP, LTD.
3641 WEST 32ND AVE
DENVER, COLORADO  80211

JULIANNA POCHON

PHONE  303-964-8282
FAX  303-964-8383

EMAIL  JULIE@THERTOGROUP.COM

MECHANICAL ENGINEERING:
CHRISTOPHER MENGES ENGINEERING
1100 WEST LITTLETON BLVD. #400
LITTLETON, COLORADO  80120

JEFF BELLMAN

PHONE  720-283-3018
FAX  720-283-6253

EMAIL  JEFF@MENGESENG.COM

ELECTRICAL ENGINEER:
KAZIN AND ASSOCIATES
9364 TEDDY LANE, SUITE 101
LONE TREE, COLORADO  80124

BRYAN KAZIN

PHONE  720-489-1609
FAX  720-489-1611

EMAIL  BKAZIN@DMKA.COM

PROJECT LOCATION
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DEMOLITION NOTES:

DEMO WALLS SHOWN DASHED.  REMOVE DEVICES FROM WALL
WHETHER SPECIFICALLY SHOWN OR NOT.

REPAIR ALL DEMO SCARS.

REMOVE FLOOR FINISHES THROUGHOUT SPACE EXCEPT FOR THE
TOILET ROOM TO REMAIN.

DEMO PLUMBING DEVICE SHOWN DASHED.  CAP PLUMBING OFF FLUSH
WITH FLOOR OR WALL.

REMOVE WALL COVERING FROM WALLS TO REMAIN.  PREP FOR NEW
PAINTED FINISH.

1.  REMOVE SPECIMEN PASS THRU.  PLACE IN STORAGE AS
DIRECTED BY PROPERTY MANAGER.

2.  SAVE SINK FOR RE-INSTALLATION IN EXISTING TOILET ROOM
TO REMAIN.

3.  EXISTING DOOR AND FRAME TO REMAIN.  DOOR TO BE
REFINISHED TO MATCH NEW FLOORING.

4.  CUT OPEING FOR NEW DOOR AND FRAME.
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TOILET

111

WAITING
101

LAB
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BREAK
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OFFICE
108 EXAM

106
OFFICE

107

EXAM
105

CASTING
103

COPY/WORK
104

SUPPLIES
114

HALL
113

HALL
112

FINISH NOTES:

FLOORS:

F1  ARMSTRONG LUXE PLANK,  "HAZELNUT" A6898

F2  SHAW "TURNKEY COLLECTION" EDIT 5A067,
DIRECT GLUE DOWN

F3  ARMSTRONG STANDARD EXCELON COLOR TO
BE DETERMINED

F4  EXISTING SHEET VINYL TO REMAIN

WALLS:

W1  2 COATS LATEX ENAMEL OVER 1 COAT TINTED
PRIMER.  COLOR TO MATCH SHERWIN WILLIAMS
SW7022 "ALPACA"  SATIN FINISH.

W2  2 COATS LATEX ENAMEL OVER 1 COAT TINTED
PRIMER.  COLOR TO MATCH SHERWIN WILLIAMS
SW7024 "FUNCTIONAL GRAY"  SATIN FINISH
BELOW CHAIR RAIL THROUGHOUT WAITNG AND
RECEPTION AREA.

W3  TILE WAINSCOT TO REMAIN

BASE:

B1  6" SOLID WOOD BASE.  STAIN TO MATCH F1.

B2  4" RUBBER COVE BASE.  ROPPE OR EQUAL

B3  EXISTING SHEET VINYL COVE BASE TO REMAIN

CEILING:

C1  NEW TILE IN EXISTING GRID.  MATCH BUILDING
STANDARD.

SOLID SURFACE:

SS1  WILSONART SOLID SURFACE "CHICORY CREAM
MELANGE" OR SIMILAR

SS2  WILSONART SOLID SURFACE "SONATA
CHOCOLATE" OR SIMILAR

TRIM:

CR  4" HIGH CHAIR RAIL SATINED TO MATCH F1.

LAMINATE:

L1  NEVAMAR OR EQUAL FOR ALL LAMINATE
WORKSURFACES

L2  NEVAMAR OR EQUAL FOR ALL LAMINATE
CABINETS AND HORIZONTAL SURFACES

C
O

L
O

R
A

D
O

 F
O

O
T

 A
N

D
 A

N
K

L
E

 C
L

IN
IC

9
5

0
 E

A
S

T
 H

A
R

V
A

R
D

S
U

IT
E

 1
0

0
D

E
N

V
E

R
, C

O
L

O
R

A
D

O

5/21/10           PRICING

52-1376

A100

DEMOLITION PLAN REFLECTED CEILING PLAN1 2
1/8" = 1'-0" 1/8" = 1'-0"

FINISH PLAN3
1/8" = 1'-0"
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WAITING
101
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114

HALL
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COPIER

(AC)

(+72, TV)
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PARTITION SCHEDULE:

1.  EXISTING PARTITION TO REMAIN.
REMOVE ALL WALL COVERING WHERE
EXISTING.  PREP FOR NEW PAINTED
FINISH.

2.  EXISTING DEMISING WALL.  SUPPLY AND
INSTALL SOUND BATTS FOR ENTIRE
LENGTH OF WALL.  REMOVE WALL
COVERING FROM TENANT SIDE.  PREP
FOR PAINTED FINISH.

3.  NEW INTERIOR PARTITION.  VERIFY
EXISTING STUD SIZE AND MATCH.
PROVIDE STUDS AT 24"O.C. WITH ONE
LAYER OF 5/8" GYPSUM BOARD EACH
SIDE TO UNDERSIDE OF CEILING ABOVE.
TAPE, SAND AND PREP FOR NEW
PAINTED FINISH.

4.  PARTIAL HEIGHT PARTITION.  3 5/8" 25
GA METAL STUDS AT SPACING
REQUIRED FOR CURVE, NO GREATER
THAN 24" O.C.,  WITH ONE LAYER 5/8"
GYPSUM BOARD EACH SIDE TO HEIGHT
SHOWN ON SECTIONS.  TAPE, SAND AND
PREP FOR PAINTED FINISH.

5.  EXTEND GYSUM BOARD ON TENANT
SIDE OF PARTITION TO UNDERSIDE OF
STRUCTURE.  FIRE TAPE.

(N)

(N)

(N)

(AC)

(AC)

(AC) (AC)

(AC)

(AC)

DOOR SCHEDULE:

A.  EXISTING ENTRY DOOR TO REMAIN.

B.  EXISTING SUITE DOOR TO REMAIN.
STAIN DOOR TO MATCH FLOORING F1.
SUPPLY AND INSTALL ADA COMPLIANT
PASSAGE FUNCTION LEVER LATCH.

C.  EXISTING SUITE DOOR TO REMAIN.
STAIN DOOR TO MATCH FLOORING F1.
SUPPLY AND INSTALL ADA COMPLIANT
PRIVACY FUNCTION LEVER LATCH.

D.  SUPPLY AND INSTALL SUITE STANDARD
DOOR STAINED TO MATCH FLOORING
F1, IN EXISTING FRAME.  INCLUDE 1 1/2
PAIR BUTSS, ADA COMPLIANT PASSAGE
FUNCTION LEVER LATCH AND
SILENCERS.

E.  EXISTING DOOR, FRAME AND
HARDWARE TO REMAIN.  STAIN DOORS
TO MATCH FLOORING F1.

F.  NEW 3'-0" X 8'-0" WOOD DOOR WITH
2'-0" X 6'-6" X 1/4" TEMPERED
FROSTED GLASS PANEL, ADA
COMPLIANT PASSAGE FUNCTION LEVER
LATCH, 1 1/2PAIR BUTTS AND
SILENCERS.  STAIN DOOR TO MATCH
FLOORING F1.

G.  5'-0" WIDE BI-FOLD DOOR IN SUITE
STANDARD FRAME WITH
MANUFACTURERS STANDARD
HARDWARE.  STAIN TO MATCH NEW
DOORS.

H.  SUPPLY AND INSTALL NEW SUITE
STANDARD DOOR, IN SUITE STANDARD
FRAME INCLUDE 1 1/2 PAIR BUTSS, ADA
COMPLIANT PASSAGE FUNCTION LEVER
LATCH AND SILENCERS.
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OBLIQUEOBLIQUE

PLASTIC LAMINATE WORK SURFACE
WITH 4" BACK AND END SPLASH, 1
1/2" SQUARE EDGE.

PLASTIC LAMINATE WRITING
SURFACE WITH 1 1/2" SQUARE EDGE.

24" DEEP PLASTIC LAMINATE  SINK
BASE CABINET WITH FLUSH OVERLAY
DOORS, CONCEALED HINGES,
BRUSHED CHOME PULLS,

12" DEEP PLASTIC LAMINATE WALL
CABINETS WITH FLUSH OVERLAY
DOORS, CONCEALED HINGES,
BRUSHED CHOME PULLS, BUTTON
CODE LOCKS AND 2 ADJUSTABLE
SHELVES AS SHOWN.

PAPER TOWEL DISPENSER

12" WIDE SOLID SURFACE TRANSACTION
COUNTER WITH 1 1/2" BULL NOSE EDGE.

CURVED PARTIAL HEIGHT WALL

24" DEEP PLASTIC LAMINATE  BOX/
BOX/FILE BASE CABINET WITH FLUSH
OVERLAY DRAWERS, HEAVYDUTY
SLIDES AND CHOME PULLS,  SUPPLY
AND INSTALL PENDAFLEX FILE SYSTEM
IN THE BOTTOM DRAWER.

PLASTIC LAMINATE WORK SURFACE
WITH 4" BACK AND END SPLASH, 1
1/2" SQUARE EDGE.

PLASTIC LAMINATE WRITING
SURFACE WITH 1 1/2" SQUARE EDGE.

24" DEEP PLASTIC LAMINATE  SINK
BASE CABINET WITH FLUSH OVERLAY
DOORS, CONCEALED HINGES,
BRUSHED CHOME PULLS,

12" DEEP PLASTIC LAMINATE WALL
CABINETS WITH FLUSH OVERLAY
DOORS, CONCEALED HINGES,
BRUSHED CHOME PULLS, BUTTON
CODE LOCKS AND 2 ADJUSTABLE
SHELVES AS SHOWN.

PAPER TOWEL DISPENSER

24" DEEP PLASTIC LAMINATE  BOX/
BOX/FILE BASE CABINET WITH FLUSH
OVERLAY DRAWERS, HEAVYDUTY
SLIDES AND CHOME PULLS,  SUPPLY
AND INSTALL PENDAFLEX FILE SYSTEM
IN THE BOTTOM DRAWER.

PLASTIC LAMINATE WRITING
SURFACE WITH 1 1/2" SQUARE EDGE.

12" DEEP PLASTIC LAMINATE WALL
CABINETS WITH FLUSH OVERLAY
DOORS, CONCEALED HINGES,
BRUSHED CHOME PULLS, BUTTON
CODE LOCKS AND 2 ADJUSTABLE
SHELVES AS SHOWN.

24" DEEP PLASTIC LAMINATE  BOX/
BOX/FILE BASE CABINET WITH FLUSH
OVERLAY DRAWERS, HEAVYDUTY
SLIDES AND CHOME PULLS,  SUPPLY
AND INSTALL PENDAFLEX FILE SYSTEM
IN THE BOTTOM DRAWER.
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PENDAFLEX
 BARS

15" X 21"
WORKSTATION
BRACKET AS
REQUIRED

PROVIDE 2 3/8" DIA.
GROMMETS AT 5'-0" O.C.
MIN.  VERIFY LOCATIONS
WITH TENANT

SOLID SURFACE
MATERIAL

MELAMINE INTERIOR

(3) DRAWERS ON HEAVY
DUTY DRAWER GLIDES

PLASTIC LAMINATE ON
PART. BOARD

4" PLASTIC LAMINATE
BACKSPLASH WHERE
SHOWN

MELAMINE INTERIOR

PLASTIC LAMINATE ON
PART. BOARD

4" PLASTIC LAMINATE
BACKSPLASH WHERE
SHOWN

MELAMINE INTERIOR

MELAMINE INTERIOR

(2) ADJUSTABLE
MEALAMINE SHELVES

MELAMINE BOTTOM

MELAMINE INTERIOR

(2) ADJUSTABLE
MEALAMINE SHELVES

MELAMINE BOTTOM

(1) ADJUSTABLE
MELAMINE SHELF15" X 21"

WORKSTATION
BRACKET AS
REQUIRED

PROVIDE 2 3/8" DIA.
GROMMETS AT 5'-0" O.C.
MIN.  VERIFY LOCATIONS
WITH TENANT

MELAMINE BOTTOM

(2) ADJUSTABLE
MEALAMINE SHELVES

MELAMINE INTERIOR

SOLID SURFACE
MATERIAL

15" X 21"
WORKSTATION
BRACKET AS
REQUIRED

PROVIDE 2 3/8" DIA.
GROMMETS AT 5'-0" O.C.
MIN.  VERIFY LOCATIONS
WITH TENANT

SOLID SURFACE
MATERIAL

SOLID SURFACE
MATERIAL

SOLID SURFACE
MATERIAL

ELEVATION WAITING 101 ELEVATION WAITING 101 ELEVATION EXAM 105

ELEVATION CASTING 103 ELEV. COPY/WORK 104 ELEVATION COPY/WORK 104

SECTION SECTION SECTION SECTION SECTION SECTION

1/2" = 1'-0" 1/2" = 1'-0" 1/2" = 1'-0"

1/2" = 1'-0"1/2" = 1'-0"1/2" = 1'-0"

3/4" = 1'-0" 3/4" = 1'-0" 3/4" = 1'-0" 3/4" = 1'-0" 3/4" = 1'-0" 3/4" = 1'-0"
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